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LONGITUDINAL JOINT BETWEEN
EXISTING AND PROPOSED ROAD

PROPOSED GO-CAR PARKING

ROAD CONSTRUCTION:

7omm ASPHALT CONCRETE BASE TO CLAUSE 906 ON

400 x 400mm BUFF TACTILE PAVING

WHERE RAMP IS BUILT IN GRASS
VERGE THE SIDE SECTIONS ARE
GRASS AND LAID TO SAME FALL.

AT _IN=LINE UN—CONTROLLED CROSSING

125mm UPSTAND —\

PERMEABLE PAVING:
200X100X80mm  THICKNESS
TOBERMORE HYDROPAVE BLOCK
OR SIMILAR APPROVED LAID IN
HERRINGBONE PATTERN. MINIMUM
JOINT WIDTH = 6mm AREA OF
VOIDS MUST EXCEED 6% OF
TOTAL PAVED SURFACE AREA

ROAD CONSTRUCTION:
50mm HOT ROLLED ASPHALT SURFACE WITH PRE
COATED RED CHIPS TO CLAUSE 916
80mm ASPHALT CONCRETE BASE TO CLAUSE 906 ON
MINIMUM OF 150mm — CLAUSE 808 GRANULAR
MATERIAL
MATERIAL BELOW FORMATION LEVEL TO BE MINIMUM
350MM CLASS 6F2 SUPPLIED AND LAID IN ACCORDANCE
WITH SERIES 600 IN THE NRA SPECIFICATION FOR ROAD
WORKS.
(THIS IS BASED ON MINIMUM CBR OF 2 TO BE
ACHIEVED IN TESTS PRIOR TO CONSTRUCTION)

00mm ’

SHARED SURFACE

CONCRETE PEDESTRIAN ZONE:

150mm CONCRETE WITH A393 MESH AT TOP AND
BOTTOM ON

150mm CLAUSE 808 (COMPACTED)

*NOTE — JOINTS TO BE FORMED WITH WTO LAYERS
OF BITUMINOUS FELT FOR FULL SLAB DEPTH AT 3m
CENTRES (JOINTS TO COINCIDE WITH JOINTS IN THE
KERB AND POSITIONED AT CORNERS ETC LIABLE TO
CRACING). FINISH BY FLOATING WITH WOODEN TROWEL
WHILE STILL GREEN THEN LIGHTLY BRUSHED WITH A
BRASS BROOM TO PRODUCE SLIGHT ROUGHNESS.

5100mm_PARKING 4800mm_ROADWAY |

PERMEABLE PAVING:

200X100X80mm  THICKNESS
TOBERMORE HYDROPAVE BLOCK
OR SIMILAR APPROVED LAID IN
HERRINGBONE PATTERN. MINIMUM
JOINT WIDTH = 6mm AREA OF
VOIDS MUST EXCEED 6% OF
TOTAL PAVED SURFACE AREA

5100mm_PARKING

DROPPED KERB

SECTION
SCALE 1:25
900mm MINIMUM LEVEL SURFACE FROMBACK
OF FOOTPATH TO DISHED KERB TO ALLOW
1200 MIN EASY FLOW OF PEDESTRIANS WHO ARE NOT
SEE PLAN USING THE CROSSING
S
=
o o
1:12 1:12
/
1428 1200 MIN 1428
SEE PLAN

DROP_KERB FOR USE
AT _IN—LINE UN—CONTROLLED CROSS

DROP KERB AS PER TRAFFIC MANAGEMENT
GUIDELINES DIAGRAM 13.1 DISHED CROSSING

PLAN VIEW

SCALE 1:25

FLUSH KERB

INBITEX FLUSH KERB

w 4() MEMBRANE

INBITEX
* MEMBRANE

1:40
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/—125mm UPSTAND

RPN,

SEE DETAIL E\ v /SEE DETAIL 6
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KERB LINE

ROAD BASE
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25 This drawing should not be scaled. Dimensions to be verified on site.
30mm CLOSED GRADED ASPHALT CONCRETE SURFACE 1O CLAUSE 912 ON : T g e Z?‘E;é‘l?iﬁ&i&fﬁn‘in*?ﬁoﬁ;%‘”&?&SJIE?;;°E”§ZEE§§S%&“JJZ s
40mm ASPHALT CONCRETE B|NDER SURFACE TO CI_AUSE 906 ON 6" BATTE issued on the condition that it is notcopieq, reprodyced, retainedor(‘Jisclqsledtoanyunauthorized person, either
225 45 — wholly or in part without the consent in writing of
Waterman Moylan Consulting Engineers Limited
300mm TO 550mm SUB—BASE — CLAUSE 808 GRANULAR MATERIAL NOTE: THE DEPTH FLEXIBLE PAVEMENT | | VERGE S Wt
OF THIS SUB-BASE IS DEPENDENT UPON THE CBR OF THE FORMATION. SEE TABLE 1. AS SPECIFIED N
MATERIAL BELOW FORMATION LEVEL TO BE CLASS 6F2 SUPPLIED AND LAID IN 2 NOTES:
ACCORDANCE WITH SERIES 600 IN THE NRA SPECIFICATION FOR ROAD WORKS E I DO NOT SCALE. USE FIGURED DIMENSIONS ONLY.
ADDITIONAL CONCRETE \.% GRADE C40 2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
WHERE REQUIRED TO — CONCRETE KERBS OTHER RELEVANT ARCHITECTURAL AND ENGINEERING
FORM MIN 50mm KEY DRAWINGS.
INTO SUB-BASE T
—Z'.,
SUB BASE =
MATERIAL g
270 230
500 Min. NEW_FOOTPATH CONSTRUCTION
100mm C32/40 CONCRETE TO CLAUSE 1106 ON
KERB DETAH_ ’I 100mm GRANULAR FILL SUB BASE TO CLAUSE 808.
IN=SITU _CONCRETE KERB O e T : e
SCALE 1:10 LT ; - R P .
ACCESS ROAD CONSTRUCTION DETAIL
SCALE 1:10
FOOTPATH CONSTRUCTION DETAIL
SCALE 1:10
1428 1200 MIN 1428 NEW CONSTRUCTION ~ OVERLAY
SEE PLAN ©
T 400mm 150mm  150mm
(MIN) (MN)  (MIN)
5 Y S 7 - EXISTING
- OVERALL HEIGHT OF 'KERB REGULATING COURSE IF REQUIRED (MIN) e
(DEPTH VARIES) N\
DROPPED KERB TO CONTAIN O-6mm LIP
WEARING COURSE —
ABOVE CARRIAGEWAY BASE COURSE / N
DROP KERB RAMP DETAIL FOR USE

EXISTING -PAVEMENT

SUBBASE

TOBE RETAINED

-

EXISTING PAVEMENT
EDGE

LONGITUDINAL JOINT BETWEEN NEW CONSTRUCTION AND

\ TOP OF EXISTING

AFTER PLANNING

\_ EXISTING PAVEMENT
TO BE BROKEN OUT

PAVEMENT

1:40

—————

ADDITIONAL CONCRETE

WHERE REQUIRED TO

KEY INTO SUBBASE BY

NS

50mm, EXCEPTION: AT
PARKING BAYS

]

45 FOOTPATH/VERGE

EXISTING ROAD

~__ GRADE C40/50
CONCRETE

PERMEABLE PAVING:

200X100X80mm THICKNESS
TOBERMORE HYDROPAVE BLOCK
OR SIMILAR APPROVED LAID IN

HERRINGBONE PATTERN. MINIMUM

JOINT WIDTH = 6mm AREA OF

VOIDS MUST EXCEED 6% OF
TOTAL PAVED SURFACE AREA

6000mm_PARKING

KIRB_DETAIL 2

IN=SITU CONCRETE FLUSH KERB

SCALE 1:10

FLUSH
KERB

INBITEX
+ MEMBRANE

1:40

——————

125mm
/_ UPSTAND

T 2

FLUSH KERB
SEE DETAIL 6
EA(‘:YE'\/II?E%?»‘R%ED Xéég?CrRTEZOTAgSBES G1R3A2[)‘:EZ[)2002 g%rAnDrEDTI-éI%KNESZSDOF oRIT %Dﬁé\g%s?g E{TIEF ,A%%NB\LFA%ERD HYDRAWAY FIN PIPE CONNECTED 50mm THICKNESS OF 4\20mm COARSE GRADED SC MEMBRANE PERMEABLE PAVING:
: O = 2.0mm TO PROPOSED SURFACE WATER GRADED 6.3 — 2.0mm GRIT AGGREGATE TO BS 13242:2002 LAYER OF 2000 200X100X80mm THICKNESS TOBERMORE HYDROPAVE BLOCK OR SIMILAR APPROVED LAID
GAUGE POLYTHENE TO BS 13242:2002 :
350mm_ THCK SEWER SEWER 10 B5 132422002 350mm THICK GAUGE. POLYTHENE ONLY IN HERRINGBONE PATTERN. MINIMUM JOINT WIDTH = 6mm AREA OF VOIDS MUST
EXCEED 6% OF TOTAL PAVED SURFACE ARFA
SECTION B-B BEDDING TO BE 50mm THICKNESS OF GRADED 6.3 — 2.0mm GRIT TO BS 7533-13:2009
6mm JOINT FILLED WITH GRADED
SCALE 1:50 FOOTPATH CONSTRUCTION: 6.3 — 2.0mm GRIT TO BS 13242:2002
100mm CONCRETE 30N/20 100mm POROUS HBCGA (Hydraulic Bound CGA) TO REQUIREMENTS OF CEMENT BOUND
ON MATERIAL C.3 CLAUSE 808 OR
100mm CLAUSE 808 70mm CORED AC 32 DENSE 40/60 IN ACCORDANCE WITH BS EN 13108-1:2006
SUBBASE (COMPACTED) SC IMPERMEABLE MEMBRANE LAYER OF 2000 GAUGE POLYTHENE
#\20mm COARSE GRADED AGGREGATE TO BS 7533-13:2009 150mm THICK MIN
l TERRAM 1000 GEOTEXTILE MEMBRANE
1800mm FOOTPATH LANDSCAPE . 6000mm ROAD
1:40 FLUSH
KERB
L <O
o=
5
==

HYDRAWAY FIN PIPE CONNECTE
TO PROPOSED SURFACE WATER
SEWER

SECTION A-A

SCALE 1:50

50mm THICKNESS OF
GRADED 6.3 — 2.0mm GRIT
TO BS 13242:2002

350mm  THICK

4\20mm COARSE GRADED
AGGREGATE TO BS 13242:2002

SC MEMBRANE
LAYER OF 2000

GAUGE POLYTHENE
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SCALE 1:10 @ A1
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